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BAR AND STRAP ANGLE NOTES
(CSP_ONLY) DIMENSIONS BOLTS RIVETS SPOT WELDS
COUPLING PIPE PIPE W OR A]__PIPE WALL THCKNESS [BAND THICKNESS] STRAP BAR | BAR YIELD (No. - mm ¢ ) ANGLE TO BAND _|ANGLE TO BAND I Al ferrous metal coupling band connection
CORRUGATION SIZE cSP CAP csP | cap THICKNESS | BOLTS | DIA STRENGTH cSP CAP csP cAP csP hardware shall be galvanized or electro-
TYPE (mm) (mm (mm (mm) (m oml | imm) (mml om )| WPa) (m) (mm) i (mm) (mm) (mm) plated in accordance with the Standard
Specifications.
TNoFECE| 8 x 65 150-250 | 178 | 163=2.00 152 63 | 152 2o | o 2. For helically corrugated coupling bands,
FLANGE 68 x I3 300-600 | 305 1.52-2.67 1.52 33 the connection angles may be orfented
UNIVERSAL 68 x I3 THROUGH 300| 305 1.63-3.5 1.52-3.43 1.63 1.52 2.0l 13 22 220 5/x 5/x 4.8[51x 5Ix 4.8 3-13 3-13 3-9.5 3-9.5 5-15 parallel to the pipe axis, provided
1050-1500 | 413 1.63-4.27 1.52-4.17 1.63 1.52_| DOUBLE 2.01 13 22 220 51X 5/x 6.4|5Ix SIx 6.4 4-13 4-13 5-9.5 5-9.5 connecting holes are slotfed lengthwise
THROUGH 900| 305 1.63-3.5 1.52-3.43 1.63 1.52 5/x 5Ix 4.8|5Ix 5Ix 4.8 3-13 3-13 3-9.5 3-9.5 5-15 sufficiently fo allow adjustment for the
1050-1500 | 305 | 1.63-2.01 1.63 5Ix 5lx 4.8 3-3 3-9.5 5-15 helix angle.
68 x I3 1050-1500 | 305 2.71-4.21 3.43-4.7 1.63 1.91 5lx 5Ix 6.4[5Ix 5Ix 6.4 3-13 3-13 5-9.5 5-9.5 3. Tension strap may be connected to band
1650-1800 610 4.7 2.67 5lx 5/x 6.4 5-13 5-9.5 with either spot welds or fillet welds
1650-2100 810 2.77-4.21 1.63 SIx 5Ix 6.4 5-13 7-9.5 that develop minimum required strength of
ANNULAR 1050-1350 | 305 1.52-2.67 1.52 5Ix SIx 4.8 353 3-9.5 strap.
1200-1500 355 1.63-2.01 1.63 5/x 5Ix 4.8 33 3-9,5 5-15 4. Use 32 mm goge line dimension on attached
1200-1500 355 2.77 1.63 5Ix 5Ix 4.8 3-13 5-9.5 angle leg for rivets and spot welds.
1650-3000 | 635 1.63-2.71 1.63 5Ix 5lx 4.8 5-13 9-9.5 5. Band thickness shall not be less than:
75 x 25 1050-1500 | 355 1.52-2.67 1.52 5% 5Ix 4.8 3-13 5-9.5 () 3 standard thicknesses lighter than
1050-1500 | 355 3.43 1.91 5Ix 5Ix 6.4 33 5-9.5 the thickness of the pipe for
1650-2400] 635 1.52-3.43 1.52 SIx 5x 6.4 5-3 7-9.5 corrugated steel pipe.
2400-2700] 635 3.43 1.91 51x 5Ix 6.4 5-13 7-9.5 (I 2 standard fhicknesses lighter than
THROUGH 300[ 305 1.63-3.51 | 1.52-3.43 | 163 1.52 SIx 5/x 4.8[5Ix 5/x 4.8] 33 33 3-9.5 3-9.5 5-15 the thickness of the pipe and in no
1050-1350 | 305 1.52-2.67 1.52 5/x 51x 4.8 ERE 3-9.5 case lighter than 1.5 mm for corrugated
68 x 13 1050-1500 | 305 1.63-2.01 1.63 5Ix Glx 4.8 3-13 3-9.5 5-15 aluminum pipe.
1050-1500 | 305 | 2.77-4.27 | 3.43-4.7 1.63 191 SIx 51x 6.4|51x 5x 6.4 3-13 3-13 5-9.5 5-9.5 6. Dimensions, thicknesses and strengths shown
1650-2100 [ 610 2.77-4.21 163 51X 51x 6.4 5-13 7-9.5 are minimum.
1650-1800 | 6I0 217 2.67 5Ix 5Ix 6.4 513 5-9.5 7. For pipe arches use same width band as for
HELICAL 1200-1500 | 355 1.63-2.01 1.63 5Ix 5lx 4.8 313 3-9.5 5-15 round pipe of equal periphery.
1200-1500 355 2.77 1.63 5lx 5Ix 4.8 3-13 5-9.5 8. Flllet welds of equlvalent strength may be
1650-3000 635 1.63-2.77 1.63 5lx 5Ix 4.8 5-13 9-9.5 substituted for spot welds or rivetfs.
75 x 25 1050-1500 [ 355 1.52-2.67 1.52 5Ix Six 4.8 3-13 5-9. 9. Spot welds shall develop minimum required
1050-1500 355 3.43 1.91 51x 5Ix 6.4 3-13 5-9.5 strength of strap.
1650-2400 | 635 1.52-3.43 1.52 SIx 5lx 6.4 513 7-9.5 10. Pipe with rerolled ends having at least two
2400-2700] 635 3.43 191 5Ix 5Ix 6.4 5-13 7-9.5 68 mm x I3 mm annular corrugations at each

end with or without an upturned flange may
be connected with any of the annular coupling
bands shown for pipe of the same diameter
and wall thickness and having 68 mm x I3 mm
corrugations.
In the case of H-305 huggerbands, two piece
bands are required for diameters through
2400 mm and three piece bands are required
for digmeters 2550 mm through 3000 mm.
I2. Two piece bands are required for pipes
greater than 1050 mm diameter.
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